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werbsfähigkeit von KNX so-
wohl  im Intelligenten Haus
als auch im Zweckbau weiter
stärken.
Auf der Generalversammlung
in Brüssel wurde das Board
der KNX-Association ge-
wählt. Zum neuen Präsiden-
ten wurde Godehardt Schnei-
der (Siemens AG) und zum
Vizepräsidenten Bernard
Schott (Hager) berufen. Zwölf
Mitglieder des Boards kom-
men aus Unternehmen, die
eine breite Basis aus der Elek-
tro-, HKL- und Hausgeräte-
branche repräsentieren.
Zudem sind die Leiter der
Arbeitsgruppen Technik, Do-
minique Beck (Hager) und
Marketing, Heinz Lux (KNX-
Association) in der Leitung
vertreten. Das Board der
KNX-Association wird alle
fünf Jahre neu gewählt.
Die Idee und das System von
KNX sind von überzeugen-
den Vorteilen! Lassen Sie uns
gemeinsam nach dem besten
Weg suchen, diese Idee zu
vermitteln.
Wo ein Wille ist, ist auch ein
Weg. Wo KNX ist, ist mit
Sicherheit ein bewährtes Sys-
tem im Einsatz. Nur so sind
wir Teil der Lösung und nicht
des Problems.

One thing is for certain: if the
KNX wants to substantially
grow in the coming years it is
only possible in a few ways.
The new president has alrea-
dy pointed out the direction:
“new members from market
relevant application fields” and
“a stronger focus on the de-
mands of the consumer” are
the key sentences. This also
applies to those countries in
which the building controls
system does not yet have the
significance to be a solid plat-
form for the future. It lacks
the critical mass that is takes
for KNX to be recognized
and eventually penetrate the
market against proprietary
systems which do not con-
form to a common standard.
The supporting number of
manufacturers and advocates
of the system is too small in
comparison with the critical
mass of consumers. Techni-
cal arguments of experts du-

ring discussions are positive
and helpful. However, in the
end consumer are won over
by emotion and enthsiasm for
the product, and the advan-
tages of the system must be
brought across in this way.

The consolidation of the most
important bus standards has
successfully been completed.
The KNX standard is now the
basis. Today, KNX as Euro-
pean Norm EN 50090 is the
first open standard for buil-
ding control systems world-
wide. It was created in past
years out of the technical
convergence of three accep-
ted bus standards: EIB (elec-
trical installation technology),
EHS (white goods), and Bati-
bus (HVAC). The combinati-
on of separate systems into a
single common and worldwi-
de standard for building con-
trols technology is unique. For
the first time, the strengths of
different bus systems have
been combined into a single
comprehensive system. Along
it, an enormous breadth for
applications was created that
offers unique advantages for
electricians, planners, whole-
salers and the end consumer.
Not only the existing applica-
tions will be available. Th-
rough the common standard
and cross linking, new syner-
gy potential hase been crea-
ted, e.g. platforms for new
services around the apart-
ment, home or building.
The new KNX Association,
which came out of the conso-
lidation of the EIB Associati-
on (EIBA) and Konnex Asso-
ciation, starts out with a futu-
re proof basis: close to 103
partner manufacturers and
more than 20 countries. Ne-
arly 21,000 ETS licenses sold
in allmost 70 countries speak
for the international success
of the KNX standard. More
than 100 training centers and
41 partner research facilities
inform and train more than
10,000 active KNX partners
in more than 70 countries in
the world. The product bases

for the system are allmost
7,000 certified products
which are compatible with
each other. During the mee-
ting in October 2005, the
KNX board came to several
decisions that have a large
impact on the communicati-
on among central KNX Asso-
ciation in Brussels and the
national KNX groups, all KNX
partners, KNX training cen-
tres, KNX scientific partners,
KNX userclubs as well as the
KNX members.

Decisions to KNX
These decisions are also all
reflected in the new KNX
corporate image. The most
important Logo is the certi-
fied Logo! This Logo is the
only Logo, that in broad com-
munication to be used is and
at the same time the visible
indication on all KNX certi-
fied products.

This use of the KNX logo on
any new product submitted
for certification has been ob-
ligatory since 1 January 2006.
In sum the new corporate
Logo will force the competi-
tive advantage of KNX in
smart home and commercial
building sectors.
At the general meeting in
Brussels the board of the KNX
Association was elected. The
new president is Godehardt
Schneider (Siemens AG) and
the vice president is Bernard
Schott (Hager). The twelve
members of the board repre-
sent a broad basis from elec-
trotechnology, HVAC and hou-
sehold appliance industry. The
group leaders for technology
and marketing are represented
by Dominique Beck (Hager)
and Heinz Lux (KNX-Associa-
tion). The board of the KNX
Association is elected every
five years. The idea and the
system of the KNX are spea-
king for themselves. Let’s find a
way together to communicate
these ideas. Where there is a
will, there is a way. Where
there is KNX, there is a soluti-
on. That is why we are part of
the solution and not the pro-
blem.

The approval of four new lo-
gos for KNX certified part-
ners, KNX certified training
centers, KNX scientific part-
ners and KNX userclubs.
By default, the partners will
be asked to use the new logo.

®

As a result of the concluded
convergence between the for-
mer legacy systems and the
grouping of all activities un-
der one commercial roof, the
new logo as depicted here
was introduced in the begin-
ning of 2006. That is the new
Associationslogo.
The consistent KNX commu-
nication is continued on Nati-
onal level: For the active KNX
national groups, the same logo
is defined with a national suf-
fix. These Logos are not used
in communication. 
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Straße des Lebens

Road of Life
Maximale Flexibilität in der Heimsonderschule in Bruckfelden am Bodensee
Maximum Flexibility in the Home Special Education School in Bruckfelden
at the Bodensee

„Straße des Lebens“ heißt das
neue Schulgebäude der Cam-
phil l Heimsonderschule in
Bruckfelden am Bodensee.
In der Camphill Schulgemein-
schaft Bruckfelden, einer Heim-
sonderschule mit Schul- und
Wohngebäuden, leben, lernen
und arbeiten seit über 30 Jah-
ren behinderte Jugendliche und
junge Erwachsene. Sie werden
dabei unterstützt, sich so weit
wie möglich in das allgemeine
gesellschaftliche Leben zu inte-
grieren. Starre Muster gibt es
dabei nicht, individuelle Heran-
gehensweisen sind gefragt.
Dafür ist Flexibilität notwendig,
auch beim Einsatz und bei der
Nutzung der Haustechnik. Für
die Geschäftsführung lag damit
die Entscheidung nahe, im Schul-
neubau ein Bussystem zu instal-
lieren.

Die Ausführung und Projek-
tierung des KNX/EIB-Systems
wurde an einen Betrieb mit
15 Mitarbeitern vergeben, der
sich auf die Installation von
Gebäudeleittechnik bis hin zur
multimedialen Vernetzung
spezialisiert hat. Die Firma
betreut die Haustechnik der
Schulgemeinschaft Bruckfel-
den schon seit längerem und
ist mit den besonderen An-
forderungen der Sonderschu-
le an die elektrische Installati-
onstechnik vertraut. Von Her-
stellerseite wurde das Pro-
jekt von der Siemens-Nieder-
lassung in Ulm begleitet.

Das Projekt:
Ein multifunktionales
Schulgebäude
Von Anfang an war klar, dass
die Anforderungen an das
Bruckfeldener Schulgebäude
einem ständigen Wandel un-
terliegen. Die Räume sind
deshalb grundsätzlich multi-
funktional nutzbar. Außerdem
können viele Räume in ihrer
Größe verändert werden, so

dass die Schule flexibel auf
eine veränderte oder unvor-
hergesehene Raumnutzung
reagieren kann. Gefordert
war deshalb eine Haustech-
nik, die diese flexible Nut-
zung der Räume unterstützt.
Dazu kamen besondere Vor-
gaben wie bruchsicheres Ma-
terial, zentrale Schaltmöglich-
keiten und bediensichere Reg-
ler. Nicht zuletzt ergaben sich
auch aus der „transparenten“
Architektur des neuen Schul-
gebäudes spezielle Herausfor-
derungen. Angesichts der gro-
ßen Glasflächen war ein
besonders ausgeklügeltes Sys-
tem zur Lüftungs-, Kühlungs-
und Heizungsregelung not-
wendig.
Darüber hinaus sollte jeder
Raum mit einem PC-, TV- und
Telefonanschluss ausgestattet
werden.
Die Regelung umfasst unter
anderem die Beleuchtungs-,
Heizungs-, Lüftungs- und Küh-
lungsregelung. Die Beleuch-
tung des Schulgebäudes wird
zum Teil zentral geschaltet,
zum Beispiel abends und in
den Pausen. Im Verwaltungs-
trakt wird die Beleuchtung
von Bewegungsmeldern ge-

schaltet, das ist energiespa-
rend und einfach in der Hand-
habung. Der Turn- und Mehr-
zwecksaal kann bei Veranstal-
tungen mit Hilfe von fern-
steuerbaren Dimmern in die
passende Lichtstimmung ver-
setzt werden.
Sensoren überwachen die
Raumwärme und fahren, soll-
te ein gewisser Wert unter-
schritten werden, die Tem-
peratur auf Wohlfühlgrade
hoch. Zusätzlich kann die
Heizung über eine Einzel-
raumregelung, die per Wand-
taster bedient wird, auch in-
dividuell gesteuert werden.
Zudem sind Heizung, Lüftung
und Kühlung mit einer Wet-
terstation mit Temperatur-
und Lichtfühler sowie einem
Regensensor verbunden. An
sonnigen, warmen Winterta-
gen schaltet die Heizung so
automatisch zurück. An hei-
ßen Sommertagen passen Lüf-
tung und Kühlung das Raum-
klima an.

Bewährungsprobe
bestanden
Wie richtig die Entscheidung
für ein Bussystem war, hat
sich schneller bestätigt als
erwartet. Im obersten Ge-

Bild 1. Die Rückansicht des Schulgebäudes bietet einen Eindruck von den riesigen Fensterflächen, die lüftungstechnisch
gemanagt werden müssen. Dazu versorgt eine Wetterzentrale auf dem Dach die zentrale Steuerung mit Daten. / Fig. 1.  The
back side of the school building give an impression of the large window areas, which must be managed by the ventilation
system.  A weather station on the roof supplies data to the central control system.

schoss der Schule waren ein
Kunstbereich und Werkstät-
ten geplant. Jedoch konnten
diese wegen unzureichender
Zuschüsse letztlich doch nicht
eingerichtet werden. Das gan-
ze Stockwerk wurde deshalb
in einen Wohnbereich mit
Einzelzimmern umfunktio-
niert. Zusätzliche Trennwän-
de wurden eingezogen. Instal-
lationstechnisch war die Um-
widmung des Geschosses ein-
fach. Es genügte, über die Pro-
grammierung der installierten
Komponenten neue Zuord-
nungen  zu schaffen, statt neue
Leitungen zu legen.
So flexibel wie die Anwen-
dung wird künftig auch die
Wartung sein. Noch fährt der
unweit ansässige Installations-
betrieb an, wenn Umpro-
grammierungen oder War-
tungsarbeiten fällig werden.
Doch die gesamte Gebäude-
leittechnik des Schulneubaus
ist auch fernwartbar.

Gut gerüstet
für die Zukunft
Cornelius Weichert, Ge-
schäftsführer der Camphill
Schulgemeinschaften e.V. und
der Camphill Schulgemein-
schaft Bruckfelden, lobt die
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Initially the world of building
controls systems was domi-
nated by the trades of ligh-
ting, shading, heating and re-
lated fields. Not long ago this
world was expanded with an
emotional factor.
The Gira EIB Audio System,
the so called Multiroom, pro-

The HomeServer® 2.0 is a
gateway to visualize and con-
trol the entire KNX installati-
on through a PC or Internet
capable devices like WAP mo-
bile phones, mobile Internet
terminals (PDAs), TVs with
Internet connection, and
other devices with JAVA In-
ternet browser.
It allows the control of KNX
functions via modern com-
munication media.
The access to the HomeSer-
ver® 2.0 is possible with any
Internet capable device aside
from the PC – directly th-
rough the intranet or via
modem/ISDN. This allows the
control and visualization of
the building installation with
an Internet browser, WAP
mobile phones or mobile In-
ternet terminals (PDAs).
All KNX settings – from ana-
log settings, timer settings to
complex lighting scenes – can
be displayed and adjusted re-
motely. Even the images from
web cameras can be viewed
on operating terminal displays.
The security of the system is
ensured through the checking
of caller IDs, user names and
PIN numbers. The user is in-
formed via SMS and email

HomeServer® 2.0
HomeServer® 2.0
Der Home Server® 2.0 ist ein
Gateway zur Visualisierung
und Steuerung der gesamten
KNX-Installation mittels PC
oder internetfähiger Geräte
wie z.B. WAP-Handy, Mobile
Internet-Terminals (PDA), TV
mit Webanschluss oder an-
derer Geräte mit einem java-
fähigen Internet-Browser.
Er ermöglicht die Bedienung
der KNX-Funktionen mittels
modernster Kommunikati-
onsmedien: Der Zugriff auf
den HomeServer® 2.0 ist ne-
ben dem PC auch mit allen
internetfähigen Geräten mög-
lich – direkt über das Netz-
werk oder per Modem/ISDN.
So lassen sich z.B. mit inter-
net-Browsern, WAP-Handys
oder Mobilen Internet-Ter-
minals (PDA), die Zustände
der Gebäudeinstallation kon-
trollieren und steuern.
Angezeigt und verändert wer-
den können alle KNX-Zustän-
de von Analogwerten über
die Einstellung der Zeitschalt-
uhren bis zu den komplexes-
ten Lichtszenen.
Selbst die Bilder angeschlos-
sener Web-Cams können
über die Displays der Bedien-
geräte eingesehen werden.

Die Sicherheit ist durch die
Prüfung der Telefonnummer,
des Benutzernamens und der
PIN-Abfrage gegeben.
Per SMS und E-Mail wird der
Benutzer über Störungen,
Messwerte und Aktor- bzw.
Sensorzustände informiert –
die Quittierung erfolgt per
WAP-Handy, KNX/EIB, Te-
lefon oder SMS.
Eine grafische Benutzerober-
fläche sorgt für einfache Be-
dienung: Gebäude- bzw. Ge-
rätezustände werden mit frei
positionierbaren dynami-
schen Icons und Texten visu-
alisiert, Messwerte werden
durch Grafiken verdeutlicht.
Die Visualisierung auf dem
WAP-Handy erfolgt über eine
frei editierbare Menüstruktur,
abhängig von den Benutzer-
gruppen.
Ein WAP-Provider ist nicht
erforderlich.
Der HomeServer® 2.0 ist als
Gerät zur Wandmontage in
zwei Leistungsvarianten er-
hältlich: als Basis-Version und
als erweiterte, netzwerkfähi-
ge Version mit Unterstützung
von Web-Cams.

vides music to different
rooms. Audio outputs of the
audio actuator can be cont-
rolled through KNX control
elements.
The next step is the commu-
nication of the Gira Home-
Server 2 and the household
appliances by Bosch and Sie-
mens, also known as
serve@home – the connec-
tion of white goods into the
building controls system.
Many new applications can be
generated from this connec-
tion.
For example: it will be possib-
le not only to centrally turn
off the lights but also  to tur

Light and Building 2006 zum
kostenlosen Download unter
h t t p : / / l o g i k . d a c o m -
homeautomation.de zur Ver-
fügung. Durch diese Integra-
tion wird das Zusammen-
wachsen der verschiednen
Welten innerhalb eines Ge-
bäudes dokumentiert.

offthe stove and oven if so-
meone leaves the house. The
monitoring of the appliances
is also possible.
If the user forgets to close the
door of the refrigerator, the
system alarms the Gira Home-
Server 2 which then routes
the alarm to different output
devices like the InfoDisplay2
or the voice output of the
Gira EIB Audio System.
The parallel alarm forwarding
to mobile phones via SMS or
text message to all system
phone of an Agfeo phone sys-
tem is also an option.
The connection of the
server@home product into

the Gira HomeServer 2 is
accomplished through logic
modules within the graphic
logic editor.
Without the need to change
the firmware, these functions
are already integrated into the
Gira HomeServer 2 Version
2.1.
The logic modules HS-
serve@home will be availab-
le for free download
h t t p : / / l o g i k . d a c o m -
homeautomation.de at the
start of the light & building
2006 convention.
This integration is a good ex-
ample of the networking pos-
sibilities within a building.

Anschlussmöglichkeiten:
• KNX-Busankoppler UP 2.0,

KNX-Datenschnittstelle FT
1.2, KNX RS-232-Anschluss-
leitung,

• ISDN-Modem,
• Modem für Analogtelefone,
• GSM-Box, für Gebäude ohne

eigenen Telefonanschluss,
• 10 MBit-Ethernet

Inbetriebnahme:
• PC-Software (WIN 95 bis

WIN 2000),
• Übernahme der ETS-Grup-

penadressen,
• Drag/Drop-Bedienung,
• fernprogrammierbar (Netz-

werk,  Modem, lSDN, GSM)

Weitere Funktionen:
• umfangreiche Logik,
• Datenaufzeichnung, Daten-

export und Datenfernabruf

Versionen:
• Gira HomeServer 2.09

Basic, 4 serielle Schnittstel-
len RS 232 (1 x KNX/EIB, 3
x Modem/lSDN-Modem/
GSM-Box)

• Gira HomeServer 2.03 Net
(1 x KNX/EIB, 1 x Modem/
lSDN-Modem/GSM-Box) 1
Netzwerkanschluss Ether-
net-TCP/IP Anschlussmög-
lichkeit für WebCams (IP-
Kameras)
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Multiroom-Systeme wach-
sen zunehmend mit der in-
telligenten Gebäudetechnik
zusammen. Deshalb wurde
von der Firma WHD nun ein
Audio-System auf den Markt
gebracht, das sich über KNX/
EIB steuern lässt.
Die Bedienung erfolgt über
Tastsensoren, die sich in ver-
schiedene Schalterprogram-
me integrieren lassen und
damit ein durchgängiges De-
sign des KNX/EIB Audio Sys-
tems garantieren.
Mit Multiroom kann der
Elektromeister das eher
technische Thema KNX/EIB
emotionalisieren und neue
Käuferschichten für die mo-
derne Gebäudeinstallations-
technik begeistern. Über das
leistungsfähige KNX/EIB-
Audio System können in je-
dem Raum unterschiedliche
Audioquellen individuell ge-
wählt werden. Maximal acht
verschiedene Audioquellen

KNX/EIB und Audio wachsen zusammen

KNX/EIB and Audio grow together

KNX System • KNX/EIB goes Audio / KNX System • KNX/EIB goes Audio

about alarms, measurement
values, actuator and sensor
states. The confirmation oc-
curs through WAP mobile
phone, KNX/EIB, telephone
or SMS. A graphical user in-
terface allows for easy opera-
tion: building and device sta-
tes are visualized with pro-
grammable and flexible icons
and text elements.
Measurement values are
shown as graphs. The visuali-
zation on WAP mobile pho-
nes is done through a pro-
grammable menu structure
depending on the user group.
A WAP provider is not ne-
cessary.
The HomeServer® 2.0 is avai-
lable as wall-mounted device
in two versions: as basic ver-
sion and as network version
with network capabilities and
the support of web cameras.

Connections:
• KNX bus coupler UP 2.0
• KNX data interface FT 1.2
• KNX RS-232 connection
• ISDN modem
• Analog modem
• GSM box for building wit-

hout dedicated phone line
• 10 Mbit Ethernet

Installation:
• PC Software (Windows 95

to Windows 2000)
• Transfer of ETS group

addresses
• Drag/Drop functionality
• Remote programmable

(network, modem, ISDN,
GSM)

Additional Functions:
• Extensive logic
• Data tracking, data export

and remote data request

Versions:
• Gira HomeServer 2.09

Basic, 4 serial interfaces RS-
232 (1x KNX/EIB, 3 x Mo-
dem/ISDN-Modem/GSM
Box)

• Gira HomeServer 2.03 Net
( 1 x KNX/EIB, 1 x Modem/
ISDN-Modem/GSM Box,
network connection Ether-
net TCP/IP, interface for
web cameras / IP cameras)

kommen in Frage, die mit
einem Vorverstärker Pre-
amp 800 verbunden werden,
der wiederum mit dem Au-
dioaktor AM840 gekoppelt
ist. Er wird in der Unterver-
teilung installiert und ist di-
rekt ans KNX/EIB-System
angeschlossen. Der Audio-
aktor AM840 verteilt dann
die Audiosignale über de-
nEndverstärker AMP 10 DC
analog auf maximal vier Hör-
zonen und zu den unauffällig
in Wand oder Decke einge-
lassenen Einbaulautspre-
chern. Bei einer Stereo-An-
wendung können maximal
vier Audioquellen ange-
schlossen und dementspre-
chend nur zwei Zonen be-
schallt werden. Durch eine
Kaskadierung der Audioakto-
ren – bis zu 100 Aktoren sind
möglich – lässt sich die Zahl
der Hörzonen allerdings pro-
blemlos erweitern. Zudem
können mehrere Endverstär-

ker parallel geschaltet wer-
den. Die Versorgung des ge-
samten KNX/EIB Audio Sys-
tems leistet ein separates
Netzteil, das es in verschie-
denen Ausführungen gibt.
Die Bedienung des KNX/EIB
Audio Systems erfolgt über
Tastsensoren, mit denen sich
auch Lichtszenen regeln
oder Jalousien steuern las-
sen. Da Tastsensoren bei
einer KNX/EIB-Installation
meist ohnehin vorgesehen
sind, muss bei ihrer Program-
mierung lediglich das Audio
System integriert werden.
Über die Tastsensoren wird
der Audioaktor direkt ange-
steuert, Klang und Lautstär-
ke lassen sich so regeln.
Wird zusätzlich noch der IR-
Umsetzer in das  KNX/EIB-
Audio-System eingebunden,
erweitert sich das Spektrum
der Funktionen.
Möglich wird dann auch das
Vor- oder Zurückspringen

Audioaktor AM 840 / Audio Actuator AM 840

Vorverstärker:  Preamp 800 / Preamp 800
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bei CD-Titeln, Wiederho-
lungen oder die Auswahl von
Radiosendern. Der KNX-IR-
Umsetzer wandelt dazu die
Steuerbefehle der Tastsen-
soren in zuvor eingelernte
Infrarot-Signale um.
Diese werden an den IR-
Empfänger der Audioquelle
gesandt, also beispielsweise
an die HiFi-Anlage.
Bedienen kann man das
KNX/EIB-Audio-System
übrigens auch mit dem
Gira HomeServer 2.
Dann lassen sich beispiels-
weise bestimmte Lichtsze-
nen mit entsprechenden
Musikszenen koppeln oder
netzwerkfähige MP3-Player
sowie das Internetradio an-
steuern, ohne dass ein sepa-
rater PC notwendig ist.
Das neue KNX/EIB-Audio-
System verbindet die Vor-
züge klassischer Multiroom-
Systeme mit den Vorteilen
der KNX/EIB-Technik.
Umgekehrt wird das KNX/
EIB-System um die Funktion
der Musiksteuerung im gan-
zen Gebäude erweitert.
Dem Elektrohandwerk wird
damit der neue Markt Multi-
room, mit dem KNX/EIB-
Audio-System erschlossen
und bietet schon heute ei-
nen preislich attraktiven Ein-
stieg in die Multiroom-Welt.

Das KNX/EIB Audio System lässt sich
mit Tastsensoren bedienen.
Wird zusätzlich noch der IR-Umsetzerin
das KNX/EIB Audio System
eingebunden, erweiter t sich das
Spektrum der Funktionen.

The KNX/EIB Audio System can be
controlled with touch sensors .
If an additional IR converter is integrated
into the KNX/EIB Audio System the
spectrum of functions will increase.

Multiroom systems have
been growing closer to in-
telligent building control sys-
tems. This is why WHD in-
troduced an audio system to
the market that can be con-
trolled through KNX/EIB.
The operation is performed
through touch sensors that
can be integrated into diffe-
rent switch lines and offer
a continuous appearance
of the audio system.
With Multiroom the instal-
ler can now emotionalize the
rather technical topic KNX/
EIB and get new buyers exci-
ted for modern building tech-
nology.
Through the high performing
Audio system, different au-
dio sources can be selected

individually in every room.
A maximum of Preamp 800
are possible that are con-
nected eight times to an
amplifier which is coupled
with the audio actuator AM
840.
The actuator is installed in
the sub distribution panel
and directly connected to
the KNX/EIB system.
This distributes the audio
signals through the final am-
plifier AMP 10 DC analog to
a maximum of four listening
zones and the inconspi-
cuously installed loud spea-
kers in the ceiling or the
walls. For a stereo applicati-
on, a maximum of four audio
sources can be connected
and therefore only two zo-
nes can be supplied with a
stereo signal. Through a cas-
cade of the audio actuators -
more than 100 actuators can
be used – the system can be
expanded. In addit ion,
more than one final ampli-
fier can be run in parallel.
The power supply of the
entire KNX/EIB audio sys-
tem is maintained with a se-
parate power supply which
is available in different con-
figurations.
The operation of the KNX/
EIB audio system is perfor-
med through touch sensors
that can also control light
scenes and shading sys-

tems. Since touch sensors
are usual ly already re-
quired for an KNX/EIB in-
stallation the only things ne-
cessary are their program-
ming and the integration of
the audio system.
The KNX/EIB audio actua-
tor is directly controlled th-
rough the touch sensors.
Sound settings and volume
can be adjusted though it.
The functionality of the sys-
tem can be expanded if the
IR is integrated. Fast forwar-
ding, reversing, repeating
CD titles or the selection of
a radio station will be pos-
sible.
The  KNX-IR converter
converts the pre-program-
med commands into infra-
red signals. The IR signals
are then sent to the IR re-
ceiver at the audio source,
e.g. the stereo system.
The  KNX/EIB audio system

Endverstärker AMP 10 DC mit Hutschienen-Flansch
Power amplifier AMP 10 DC with DIN rail mount

can also be controlled th-
rough the  HomeServer 2.
Certain light scenes can be
coupled with certain music
scenes, and network capab-
le MP3 players or the Inter-
net radio can be controlled
without the need for an ex-
ternal PC. The new KNX/
EIB audio system combines
the advantages of the con-
ventional Multiroom systems
with the advantages of the
KNX/EIB technology.
On the other hand the KNX/
EIB system is expanded with
the functionality of the mu-
sic control in the entire buil-
ding.
For installers of electrical
systems the company ex-
pands the market of Multi-
room systems. The KNX/
EIB audio system offers an
attractively priced entry in
to the world of Multiroom
systems.
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KNX/EIB Audio System – Musiksteuerung
KNX/EIB Audio System – music control


